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The P Audio 308 Series also features a high performance subwoofer 
to compliment the 308 Series powered and passive enclosures. The
Sub 308 features a long throw 15 inch (381mm) diameter loudspeaker 
to produce extended bass and sub bass response. The SUB 308 is ideal 
for both high fidelity music playback as well as high impact live music 
applications. The SUB 308 is an excellent high performance compliment
to the 308 Series and expands the range of professional applications 
for the entire 308 Series of products.

The SUB 308 features a passive crossover that accurately sums the 
sub bass response with the main 308 stacks. The 15 inch long throw 
transducer features a large 3 inch (76.2mm) voice coil diameter and 
P Audio’s legendary voice coil systems to insure both high power hand-
ling and high reliability for truly professional applications. The enclosure
is a rugged wood construction that is ideally suited for sub woofer ap-
plications.

The combined SUB 308 and 308A (or 308P) are well suited for live
sound reinforcement, mobile DJ, dance clubs, and pub environments. 
The system is also excellent for very high performance music playback
systems in fixed installation designs.     
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Frequency Response

GENERAL SPECIFICATION
Type            Wooden Cabinet 15" Subwoofer
Power            600 Watt
Nominal Impedance           8 Ohm
Sensitivity (1W@1M)          96 dB
Frequency Response           45Hz – 150 Hz
Dimension (H x W x D)          630mm x 436mm x 455mm
            (24.8" x 17.1" x 17.9")
Finish Color           Black

PHYSICAL INFORMATION
Component           1 x 15" (381 mm) Cone Speaker
Construction           15mm (5/8") Birch Plywood
Grill            Powder Coated Steel Mesh
Connector            2 x 4 Pin Speakon style (Input & Link)
Rigging / Fitting           2 x Recessed Carrying Handle
            1 x 35 mm Stand Mount Adaptor  
Standard Packing           1 Pcs / Pack
Unit Weight           30 kg (66.0 lbs)
Shipping Weight           33 kg (72.6 lbs)
Packing Dimension HxWxD (cm)    47 x 68 x 50 (5.6 cu.ft)




